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1. About Floor Protection®

Floor Protection supplies advanced multi-layer temporary
floor protection solutions for construction, renovation, fit-out,
painting, flooring, and commercial projects across Australia.

Our products combine: Suitable for:

- Self-adhesive backing - Timber floors

- Waterproof PE film - Hybrid flooring

- Non-woven protective layer - Vinyl flooring

- Breathable technology (selected - Tiles

products) - Staircases

- Anti-slip performance - Countertops

- Reusable construction-grade - Commercial fit-outs
protection - New home construction

- Renovations
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Technical Specifications

Type

Self-Adhering Membrane

Breathability

70 grams / m2 per 24 hrs

Dimensions

1 meter x 50 meters

Total ft?

538 ft2 or 50M?2

Thickness

1.5mm

Material
Composition

Made from recycled polyester fleece with an extra
polyethylene (PE) top layer (non-woven)

Self Adhesive

Sticks securely to a variety of surfaces without leaving any
residue upon removal (water-based acrylic)

Waterproof

Allows moisture to escape while preventing liquids from
penetrating

Non-Slip

Surface provides reliable grip, ensuring stability and safety
in various conditions

Impact Resistant

Designed to absorb light impacts

Reusable

Can be reused for up to 3 months with proper care

Mercury 140gsm
Construction:

20gsm PE Film + 20gsm
Lamination + 100gsm
Non-Woven Fabric

STD Blue 160gsm
Construction:
20gsm PE Film + 20gsm

Lamination + 120gsm
Non-Woven Fabric




Surface Preparation

Before applying FloorProtection, it is essential to ensure that the surface
is permanently dry, clean, and dust-free. Residual moisture, dirt, and
debris may hinder proper adhesion and bond, leading to potential
failures. Surfaces should be free of chemicals, oils, and contaminants,
as these substances can interfere with the effectiveness of the

membrane.

For the best results, it is important to a test FloorProtection on a small,
inconspicuous area to confirm that the surface is suitable for
application. This preliminary step can help ensure optimal

performance and longevity of FloorProtection.

Please note that FloorProtection is not suitable for use on porous stone
floors, natural stone floors, clay tiles, concrete surfaces or loors with
active underfloor heating. Using FloorProtection on these surfaces may

result in compromised performance and reduced effectiveness.
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Application Instructions

Preparation:

*Lay the material with an overlap of approximately 4 inches, pressing
firmly to ensure a secure bond.

No Tape Needed:

*There is no need for tape, simplifying the application process.

*Tape can be.used on the seams of FloorProtection fo enhance
durability in high-traffic areas.

Ideal Uses:

* FloorProtection is suitable for use during painting, plastering, moving,
and renovation projects.

Customization:

*The product can be easily cut to customize the size according to your

specific project needs.




Post Application Care

After applying FloorProtection , it can be reused for up to 3 months with
proper care. To maintain its self-adhesive properties, keep the surface
dust-free. Regularly check for debris and clean as needed to ensure

optimal performance throughout the usage period.

Support

Poor Adhesion:

«|f FloorProtection is not sticking properly, ensure that the surface is
clean, dry, and free of chemicals. Reapply by pressing firmly to secure
the bond.

Bubbles or Wrinkles:

*If you notice bubbles or wrinkles after application, gently lift the area
and reapply while smoothing out the surface to eliminate air pockets.
Damage During Use:

|If the material shows signs of damage, replace the affected area
promptly o maintain protection.

For any further inquiries or assistance, please feel free to contact our

support team.




For inquiries,
contact us.

www.floorprotection.com.au
sales@floorprotection.com.au
0490 122 857

FloorProtection is not responsible for any damages or losses resulting from improper use or application of the product. Our liabkility is limited fo the
replacement of the product and does not include any consequential, incidental, or punitive damages. Users must follow all application and care
instructions, as failure to do so may void any associated support. Users agree to indemnify and hold FloorProtection harmless from any claims arising
from their use. If any provision is found unenforceable, the remaining provisions will still apply. FloorProtection reserves the right to modify these terms
at any time.



